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Input
Voltage Model

RFI Filter 
Selection

Three-Phase AC Harmonic  
Filter Selection

Magnetek Part
Number

Watts
Loss

Magnetek Part Number

Open Panel NEMA1

480 V

HPV900-4008-2E1-01 05P00620-0170 197 05P00058-1321 05P00058-1338

HPV900-4012-2E1-01 05P00620-0170 232 05P00058-1322 05P00058-1339

HPV900-4016-2E1-01 05P00620-0171  294 05P00058-1323 05P00058-1340

HPV900-4021-2E1-01 05P00620-0171 343 05P00058-1324 05P00058-1341

HPV900-4027-2E1-01 05P00620-0172 399 05P00058-1325 05P00058-1342

HPV900-4034-2E1-01 05P00620-0173 472 05P00058-1326 05P00058-1343

HPV900-4041-2E1-01 05P00620-0173 533 05P00058-1327 05P00058-1344

HPV900-4052-2E1-01 05P00620-0174 621 05P00058-1328 05P00058-1345

HPV900-4065-2E1-01 05P00620-0174 735 05P00058-1329 05P00058-1346

HPV900-4072-2E1-01 05P00620-0175 735 05P00058-1329 05P00058-1346

HPV900-4096-2E1-01 05P00620-0176 844 05P00058-1330 05P00058-1347

230 V

HPV900-2025-2E1-01 – 254 05P00058-1314 05P00058-1331

HPV900-2031-2E1-01 – 286 05P00058-1315 05P00058-1332

HPV900-2041-2E1-01 – 338 05P00058-1316 05P00058-1333

HPV900-2052-2E1-01 – 439 05P00058-1317 05P00058-1334

HPV900-2075-2E1-01 – 506 05P00058-1318 05P00058-1335

HPV900-2088-2E1-01 – 591 05P00058-1319 05P00058-1336

HPV900-2098-2E1-01 – 664 05P00058-1320 05P00058-1337

Input
Voltage Model

Three-Phase AC Input  
Reactor Selection

Magnetek Part Numbers Amps
Weight

(lbs)
Watts
Loss

Inductance
(mH)

480 V

HPV900-4008-2E1-01 05P00620-0150 11A 4.2lbs 40.9W 2.10mH

HPV900-4012-2E1-01 05P00620-0165 14A 4.3lbs 48.2W 1.60 mH

HPV900-4016-2E1-01 05P00620-0151 21A 7.2lbs 57.4W 1.10 mH

HPV900-4021-2E1-01 05P00620-0152 28A 9.5lbs 66.8W 0.82 mH

HPV900-4027-2E1-01 05P00620-0153 35A 13lbs 102W 0.71 mH

HPV900-4034-2E1-01 05P00620-0164 46A 17lbs 99W 0.55 mH

HPV900-4041-2E1-01 05P00620-0155 65A 22lbs 105W 0.38 mH

HPV900-4052-2E1-01 05P00620-0155 65A 22lbs 105W 0.38 mH

HPV900-4065-2E1-01 05P00620-0156 83A 26lbs 155W 0.29 mH

HPV900-4072-2E1-01 05P00620-0156 83A 26lbs 155W 0.29 mH

HPV900-4096-2E1-01 05P00620-0169 130A 37lbs 152W 0.18 mH

230 V

HPV900-2025-2E1-01 05P00620-0158 28A 5.1lbs 48.2W 0.39 mH

HPV900-2031-2E1-01 05P00620-0159 55A 18lbs 67W 0.27 mH

HPV900-2041-2E1-01 05P00620-0160 65A 18lbs 87W 0.19 mH

HPV900-2052-2E1-01 05P00620-0161 83A 19lbs 119W 0.17 mH

HPV900-2075-2E1-01 05P00620-0161 83A 19lbs 119W 0.17 mH

HPV900-2088-2E1-01 05P00620-0162 104A 22lbs 94W 0.12 mH

HPV900-2098-2E1-01 05P00620-0168 160A 34lbs 110W 0.08 mH



Input
Voltage Model

Power
Dissipation kW

Resistor
Value Range

Magnetek
Part 

Number
Dimensions

Power
Dissipation

(kW)

Resistor
Value
(ohms)

Dynamic Braking Resistor - Worm Gear

480 V

HPV900-4008-2E1-01 0.8 162W - 53W HPV-00856-DB 12Lx7Dx5H 0.89 56

HPV900-4012-2E1-01 1.2 109W - 32W HPV-01735-DB 12Lx13Dx5H 1.65 35

HPV900-4016-2E1-01 1.6 80W - 32W HPV-01735-DB 12Lx13Dx5H 1.65 35

HPV900-4021-2E1-01 2.4 53W - 16W HPV-02523-DB 19Lx10Dx5H 2.5 23.3

HPV900-4027-2E1-01 3.2 40W - 16W HPV-03521-DB 19Lx13Dx5H 3.52 21.3

HPV900-4034-2E1-01 4.0 33W - 8W HPV-05308-DB 26.5Lx12Dx5H 5.26 8

HPV900-4041-2E1-01 4.8 27W - 8W HPV-05308-DB 26.5Lx12Dx5H 5.26 8

HPV900-4052-2E1-01 6.4 20W - 8W HPV-08709-DB 28Lx10Dx10H 8.72 8.6

HPV900-4065-2E1-01 8.0 16W - 5.3W HPV-09106-DB 28Lx10Dx10H 9.08 6.4

HPV900-4072-2E1-01 9.6 13W - 5.3W HPV-12906-DB 28Lx16Dx10H 12.9 5.8

HPV900-4096-2E1-01 12.0 11W - 4W HPV-12906-DB 28Lx16Dx10H 12.9 5.8

230 V

HPV900-2025-2E1-01 1.2 27W - 8W HPV-01311-DB 12Lx10Dx5H 1.3 11.1

HPV900-2031-2E1-01 1.6 20W - 8W HPV-01709-DB 12Lx13Dx5H 1.65 8.7

HPV900-2041-2E1-01 2.4 14W - 4W HPV-02506-DB 19Lx10Dx5H 2.48 5.8

HPV900-2052-2E1-01 3.2 10W - 4W HPV-03505-DB 19Lx10Dx5H 3.52 5.3

HPV900-2075-2E1-01 4.0 8.3W - 2.7W HPV-04004-DB 19Lx10Dx5H 4.0 3.6

HPV900-2088-2E1-01 4.8 6.8W - 2.7W HPV-06206-DB 26.5Lx13Dx5H 6.2 5.8

HPV900-2098-2E1-01 6.4 5W - 2W HPV-06703-DB 26.5Lx13Dx5H 6.7 2.8

Dynamic Braking Resistor - Planetary Gear/PM

480 V

HPV900-4008-2E1-01 1.7 77W - 53W HPV-01860-DB 12Lx13Dx5H 1.78 59.4

HPV900-4012-2E1-01 2.5 52W - 32W HPV-02536-DB 12Lx16Dx5H 2.5 36

HPV900-4016-2E1-01 3.4 38W - 32W HPV-03633-DB 19Lx13Dx5H 3.56 32.9

HPV900-4021-2E1-01 5 25W - 16W HPV-05519-DB 26.5Lx13Dx5H 5.5 19.2

HPV900-4027-2E1-01 6.8 19W - 16W HPV-08020-DB 26.5Lx16Dx5H 7.96 20

HPV900-4034-2E1-01 8.5 16W - 8W HPV-08709-DB 28Lx10Dx10H 8.72 8.6

HPV900-4041-2E1-01 10 13W - 8W HPV-10510-DB 28Lx13Dx10H 10.5 10

HPV900-4052-2E1-01 14 9W - 8W HPV-16808-DB 28Lx16Dx10H 16.8 8

HPV900-4065-2E1-01 17 7.7W - 5.3W HPV-24805-DB 30Lx18Dx16H 24.8 5.4

HPV900-4072-2E1-01 20 6.3W - 5.3W HPV-24805-DB 30Lx18Dx16H 24.8 5.4

HPV900-4096-2E1-01 25 5.2W - 4W HPV-25104-DB 30Lx18Dx24H 25.1 4.2

230 V

HPV900-2025-2E1-01 2.5 13W - 8W HPV-04109-DB 19Lx10Dx5H 4.1 8.7

HPV900-2031-2E1-01 3.4 9.5W - 8W HPV-04109-DB 19Lx10Dx5H 4.1 8.7

HPV900-2041-2E1-01 5 6.4W - 4W HPV-05505-DB 19Lx13Dx5H 5.51 4.8

HPV900-2052-2E1-01 6.8 4.7W - 4W HPV-07005-DB 26.5Lx13Dx5H 6.97 4.8

HPV900-2075-2E1-01 8.5 3.9W - 2.7W HPV-11803-DB 28Lx10Dx10H 11.8 3.1

HPV900-2088-2E1-01 10 3.2W - 2.7W HPV-11803-DB 28Lx10Dx10H 11.8 3.1

HPV900-2098-2E1-01 14 2.4W - 2W HPV-16802-DB 28Lx16Dx10H 16.8 2

Note: 460V, Regeneration DC Bus voltage = 800V, 230 V, Regeneration DC Buc voltage = 400V


