
Product data sheet RSF

Characteristics Sine-wave filter RSF

Schematic diagram Main
Product Sine-wave filter 
Product specific application The sine-wave filter converts the pulse-width modulation (PWM) 

output voltage into a sinusoidal voltage.
Protection against humidity due and rusting by complete vacuum- 
impregnation.

[In] rated current 4-1200A
[Us] rated supply voltage 500V
Motor frequency 0-70Hz (>70Hz with derating)
Switching frequency RHF-4k, minimum switching frequency 4kHz

RHF-3k, minimum switching frequency 3kHz
RHF-2k, minimum switching frequency 2kHz

Complementary
Number of phases 3 phases
Nominal voltage and 400-500V +/-10%
Max current 1.5 x nominal current for 60 sec.
Standards and Requirements CE
IP degree of protection IP00
Relative humidity Humidity class F without condensation

5…..85% - Class 3K3 (non-condensing) during operation
Ambient temperature 5…45°C without current derating

<45°C…..60°C with current derating 1,5% per °C
Ambient temperature during  - 25°C…+65°C transport
storage/transport  -25°C…+55°C storage
Operation altitude 1000m without derating

> 1000m…2000m with current derating 0.6%/100m
> 2000m…3000m with current derating 10%
> 3000m…4000m with current derating 15%

Current and pysical Dimensions

RSF-4k 1.5-500-70-00-A 35030001 4,5 150 110 150 136 59 4,80 3

RSF-4k 3-500-70-00-A 35030003 8 180 125 185 166 55 4,80 4,5

RSF-4k 4-500-70-00-A 35030005 10 190 145 85 166 70 4,80 5,5

RSF-4k 7.5-500-70-00-A 35030007 17 220 155 215 201 81 7,00 8

RSF-4k 11-500-70-00-A 35030009 24 220 165 215 201 89 11,00 12

RSF-4k 18.5-500-70-00-A 35030011 38 240 170 280 190 95 11,00 15

RSF-3k 22-500-70-00-A 35030013 48 240 200 280 190 115 11,00 21

RSF-3k 30-500-70-00-A 35030015 62 240 240 280 190 129 11,00 26

RSF-3k 37-500-70-00-A 35030017 75 300 235 360 240 133 11,00 37

RSF-3k 55-500-70-00-A 35030019 115 360 255 390 310 125 11,00 52

RSF-3k 90-500-70-00-A 35030021 180 420 320 430 370 151 11,00 97

RSF-3k 110-500-70-00-A 35030023 210 420 320 430 370 151 11,00 100

RSF-3k 132-500-70-00-A 35030025 260 420 355 430 370 181 11,00 120

RSF-3k 200-500-70-00-A 35030027 410 480 415 440 430 234 13,00 155

RSF-3k 250-500-70-00-A* 35030029 480 420 325 440 200

RSF-2k 355-500-70-00-A* 35030031 660 480 355 565 175

RSF-2k 400-500-70-00-A* 35030033 750 480 500 250 225

RSF-2k 500-500-70-00-A* 35030035 880 660 400 650 260

RSF-2k 630-500-70-00-A* 35030037 1200 700 430 810 360

Order code

* Size from 250kW and above comes with an separate capacitor bank.  

Detailed drawings on request. 
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